
Audacia

Our most versatile pipelay vessel, optimised for the installation 
of risers, flowlines and subsea structures in all water depths.

Technical highlights

 �Precise manoeuvring on full DP with 
a bow-positioned stinger for safe 
operations in congested areas 

 �Automated pipe line-up, welding and 
inspection systems deliver enhanced 
production performance 

 �Optimised for CRA pipe and subsea 
umbilical, riser, and flowline (SURF) 
scopes​ 

 �Hybrid power technology optimises 
energy use and cuts emissions

 �‘Plug and play’ anchor positioning 
system for shallow water works​

Length (incl. stinger) 327 m

Length overall 225 m

Breadth 38 m

Operational draught 13.5 – 16.1 m (with thrusters on DP) 
8.5 – 11.0 m (thrusters retracted)

Air draught 64 m (57 m with foldable mast lowered)

Installed power 41,600 kW

Maximum speed 16 knots

Accommodation 270 persons

Thrusters 7x 5,000 kW retractable azimuth

Dynamic positioning DP3, K-Pos DP-22+DP-12 system

Anchor positioning 10x electric winches with Dyneema wires;  
2x 10 t HHP anchors

Pipelay equipment 7 (single joint) welding stations, 1 NDT  
+ 3x coating stations
�Additional firing line for piggyback pipe

Tension capacity 525 t (3 x 175-t tensioners)

Multi-purpose crane 300 t at 18 m radius (main hoist)

Pipe transfer cranes 30 t at 33 m radius (main hoist)

Pipe diameter range 2 – 60 inch (OD)

Pipe cargo capacity 15,000 t
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